C MANAGEMENT OF HA 4
92-460 Farrington Highway
Kapolei, Hawaii 86707

(808) 668-2985

. &3 ;

February 29, 2012

VIA U.S. MAIL & E-MAIL

U.S. Environmental Protection Agency Hawaii Department of Health
75 Hawthome Street Clean Water Branch

San Francisco, CA 94105 P.O. Box 3378

Aitn: Lawrence Torres (WTR-7) Honolulu, HI 96801-3378

Attn: Mike Tsuji

RE: Issuance of Findings of Violation and Order for Compliance for Waimanalo
Gulch Sanitary Landfill - CWA-309(a)-12-003
Detention Basin Evaluation — Plan of Study

Dear Sirs:

Pursuant to Paragraph 8 of the Administrative Order in the November 29, 2011 Finding of
Violation and Order (“Order”) in the above referenced matter, Waste Management of Hawaii, Inc.
(“WMH”) is hereby submitting its proposed Plan of Study for Detention Basin Evaluation (“POS”} for
review and approval. Thank you for accommodating WMH’s request for an extension of the deadline
until February 29, 2012 for submitting this proposed POS.

I certify under penalty of law that this document and all attachments (if any} were prepared under
my direction and supervision in accordance with a system designed to assure that qualified personnel
properly gather and evaluate the information submitted. Based on my inquiry of the person or persons
who manage the system, or those persons directly responsible for gathering the information, I certify
that the information submitted is, to the best of my knowledge and belief, true, accurate and complete. [
am aware that there are significant penalties for submitting false information including the possibility of
fine and imprisonment for knowing violations.

Sincerely,

%, 4 7 SO
APl K Wi
Joseph R. Whelan

General Manager

Attachment
cc:  via e-mail only
David Wampler — EPA Region 9
Dana Viola — City & County of Honolulu

LL by EPA re Stomwwister FYG - Basin Evaluation Plan (2281
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February 27, 2012
Project Number 070181

Waste Management

Mr. Richard T. Von Pein, P.E.

Director of Engineering, Western Group
6640 Amber Lane

Pleasanton, CA 94566

Subject: Proposed Plan of Study for Detention Basin Evaluation
Waimanalo Gulch Sanitary Landfill

Dear Mr. Von Pein:

As requested, GEI Consultants ("GEI") has prepared the enclosed proposed Plan of Study ("POS") to
evaluate the operational capability of the detention basin that serves the Waimanalo Gulch Sanitary
Landfill "WGSL"). This POS is preparcd at the request of Waste Management of Hawaii, Inc.
(“WMH?”) - on its behalf and on behalf of the City and County of Honolulu (“CCH”) — to comply with
EPA Order No. CWA-309(a)-12-003, dated Nov. 29, 2011 ("Order"). This letter describes GEI’s project
understanding, scope of services, and schedule to perform the Study. GEI will submit separately its
budget for performing this POS.

General Backeround

The subject detention basin was originally designed and constructed in the late 1980’s by the CCH.
Several subsequent modifications have been made to the basin (including most recently in 2006-2007).
The medifications included adding a small berm to separate the bottom of the basin into two areas and
adding an under drain system. The original drainage system, detention basin, and subsequent ‘
modifications were designed to detain stormwater in order to allow some sediment to settle out of the
water prior to discharge as part of the management of stormwater at WGSL. All stormwater runoff
resulting from precipitation onto the landfill footprint, which is diverted away from the active cells, is
diverted to the detention basin prior to discharge. Runoff primarily from disturbed areas of the WGSL
property and minor amounts of run-on are also directed to the detention pond. Offsite run-on is
collected by the Western and Northern diversion systems, which control stormwater run-on from areas
upgradient of the landfill.

The Western and Northern diversion systems collect offsite stormwater from the upgradient drainage
arcas, and then convey the stormwater around the landfill, ultimately discharging the offsite stormwater
into the “stilling basin” located immediately downstream of the existing detention basin. This offsite
run-on stormwater does not contribute to landfill stormwater run-off that flows to the detention basin.
The current east side drainage system includes dual 36-inch HDPE pipes that run across the ash
monofill and a 42-inch reinforced concrete pipe located at the toe of the landfill that convey water from
the east side to the detention basin.

GEI Consultants, Inc.
wuAvpeionsultiat.com 180 Grand Avenue, Suite 1410, Oaktand, CA 94612
510.350.2900  Fax: 510.350.2001
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Detention Basin Features and Role in Stormwater Control

The detention basin was constructed in the late 1980°s. The upper portion of the basin sideslopes
consist of earthen embankments, The lower portion of these sideslopes and basin floor were formed by
excavating into native materials. The existing detention basin facility éonsists of several components,
which are described as follows:

Interior Embankment and North Basin — A 4-foot high riprap-faced interior berm divides the
northern (upstream) portion of the detention basin from the southern portion. The north basin
functions as a pre-settling pool to enable coarser sediment to settle out of the inflow, reducing
the total volume of sediment carried into the south basin. It also helps dissipate energy and
associated turbulence entering the detention basin in order reduce re-suspension of finer
material that may have previously settled out in the south basin. The approximate elevation of
the north basin floor is El. 65 [The basin side slopes adjacent to the floor are inclined at 2-to-1
slopes (2H:1V) and the total depth of the north basin is approximately 18 feet measured from
the top of the side embankments, The north basin provides a retention function and often
contains a small pool of water that naturally drains by infiltration and evaporation.

A riprap lined energy dissipater located at the northeast comer of the north basin reduces the
velocity of discharges from the 24-inch and 42-inch stormwater pipes entering the basin at this
location. These pipes convey surface water run-off from the lower access road and southeast
portions of the landfill to the detention basin.

South Basin Area — The south basin portion of the detention basin is also approximately 18 feet
deep and has 2:1 side slopes. The south embankment of the detention basin is approximately
4.5 feet lower than the other sides of the basin and serves as a broad-crested weir emergency
spillway. The south basin provides a detention function and is drained via two vertical drop
inlet type riser pipes, which serve as the primary outlets from the detention basin, and a
horizontal sub-drain system that underlies the entire basin floor. The sub-drain system consists
of series of interconnected 18-inch wide by 24-inch deep infiltration trenches, lined with a filter
fabric and filled with % to % - inch drainage rock. A 6-inch layer of filter sand covers the
trench envelopes and is exposed to the basin floor. The trenches are drained by 6-inch diameter
perforated high-density polyethylene ("HDPE") pipes that are connected by manifolds and
discharge from the detention basin via the two primary outlet riser pipes. This sub-draif system
also serves as a gravity sand filter to provide a degree of water quality treatment.

Qutlet Riser Pipes — Two 48-inch diameter vertical reinforced concrete riser pipes located in the
south basin function as the primary outlets from the detention basin. The top of the riser pipes
is 12.5 feet above the detention basin floor, and 1 foot below the top of the weir spillway
located at the downstream side of the detention basin. The riser pipes do not have intermediate
openings. Consequently, drainage of the detention basin occurs through the top of the two trash
rack covered riser overflow pipes and secondarily through the underlying sub-drain system.

The vertical riser pipes connect via a concrete transition box to two 42-inch diameter horizontal
corrugated metal pipes ("CMPs"} located at the base of the south embankment and discharge
onto the rock faced spillway apron at the downstream toe of the south embankment.

South Embankment and Spillway —The crest of this embankment is lower than the side
embankments and serves as a broad-crested weir spillway. The spillway and downstream apron
are faced with a 2-foot thick layer of grouted riprap. The embankment has 2:1 side slopes, a
crest width of approximately 19 feet and a weir length of approximately 150-feet. The interior
embankment height is approximately 14-feet and the exterior embankment height is
approximately 18-feet, as measured at the downstream toe of the embankment.
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Scope of Work

The POS addresses the bulleted items in the Order under Paragraph 8 and the items described in
narrative form in Paragraph 10, as modified by agreement with EPA, to evaluate the detention bagin’s
capacity to detain stormwater under current WGSL conditions, which includes the functional
completion of the Western Diversion Project. Specifically, the Order requires the following elements:

» Modeling of the inflows the detention basin could be expected to receive under a variety of
storm conditions including, but not limited to the 10-year/24-hour storm, the 25-year/24-hour
storm, and the 100-year/24-hour storm.

* Modeling of the capacity of the detention basin to capture and retain flows from the storms
analyzed in the inflow modeling element,

» Discharge projections for the detention basin under each of the storms analyzed in the inflow
modeling element. These discharge projections shall assess the anticipated volume and duration
of discharges anticipated under each of the analyzed storms, whether discharges from the
detention basin spillway will occur, and whether anticipated discharges will comply with the
requirements of the existing WGSL NPDES permit including both numeric and non-numeric
criteria.

* A discussion of the plans for improvements to the Eastern Drainage System, including a
schedule for completing this project (Phase I and Phase II) and analysis of the impact of
completion of planned improvements to the Eastern Drainage System on the modeling and
discharge projections required above.

¢ A schedule for completing the work called for by the plan of study and the evaluation report.
Accordingly, the Scope of Work for the POS will include the following:

* A review will be performed to document recorded stormwater quality/ quantity measurements
for experienced rainfall events in order to characterize the performance of the detention basin.
This will identify how the water quality characteristics change as the water passes through the
basin. Construction documents and as-constructed conditions will be reviewed, and used
together with observations made during the site visit to create an up-to-date hydrologic model.

*  Asite visit, attended by representatives of GEI and WMH, will be performed for
reconnaissance of the landfill and its drainage features, confirm the current characteristifs and
configuration of the detention basin and its ancillary facilities, observe the site hydrologic
characteristics, confirm the detention basin’s ability to capture/detain flows, and to obtain
general overall site familiarity.

¢ Supplemental surveying measurements of the detention basin, and other key drainage features
that collect and transport stormwater run-off to the detention basin, will be obtained to verify
key as-constructed elevations, areas, and volumes of select drainage features,

¢ Historical water quality sample analysis results from rainfall/runoff events will be obtained
from WMH, representing samples at the detention basin inlet and from upstream of disturbed
areas of the landfill. The data will be reviewed to identify the water quality constituents present
in water conveyed to the detention basin, including iron, zinc and total suspended solids (TSS).

» GEI will also review and summarize water quality data from other stormwater discharge
sources, if available, near the site. This water quality data will be reviewed by GEI from
available published information from the U.S. Geological Survey or other agencies.

¢ Site-specific hydrologic run-off coefficients will be developed based on current conditions. The
hydrologic site modeling will be accomplished using computer model HEC-HMS. The SCS
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unit graph and curve number algorithm will be used within that model to convert rainfafl to
runoff. This will produce a runoff hydrograph that has all the characteristics needed for the
runoff quantity evaluations that will be performed: peak flow rate, hydrograph shape and
volume of runoff. The runoff quantity will also be correlated with available published
presumptive water quality benefits for similar detention systems.

¢ The hydrology of the detention basin stormwater inflows and routed outflows will be modeled
using HEC-HMS computational methods for the following storm events:

» arainfall event of 0.1 inch or greater that occurs at least 72 hours after the previous
measurable (greater than 0.1 inch) rainfall event (this is the “representative storm”
consistent with the NPDES permit);

> a l-inch rainfall consistent with the CCH storm drainage standards for “Detention
Based Water Quality Control;”

» the 10-year/ 24-hour rainstorm;
» the 25-year/ 24-hour rainstorm; and
> the 100-year/ 24-hour rainstorm.

¢ Data for the modeled storm events will be based on a review of the Palehua rain gage in the
watershed upstream of the landfill, available data from NOAAA Atlas 14, Volume 4
(Precipitation-Frequency Atlas for the Hawaiian Islands) and site rainfall records collected by
Waste Management. Each modeled storm event will assume that the detention basin is empty
immediately prior to the storm event.

¢ Key information that will be generated includes the peak rates of flow, infiow and outflow
hydrographs (describing volume and duration) and related hydrologic characteristics for each of
the subject rainstorms. The routed water surface elevation in the detention basin will be
specifically identified and the quantity and duration of water detained noted, if any, as it passes
through each of the detention basin outlets or spillway components for each of the subject
rainstorms. The relationship between the computed hydrology and the hydrologic standards that
must be met for the permitted detention basin will be discussed.

» GEI will estimate the amount of total suspended solids that will be carried into the detention
basin under each of the studied storm conditions. 4

» GEI will use the hydrology study results and the historical water quality sampling data to
estimate water quality characteristics of the stormwater run-off collected in the detention basin
in each storm condition studied.

¢ GEI will perform the following steps to evaluate how the detention basin potentially affects the
quality of water entering and leaving the basin.

» GEI will review available historic water quality data from on-site and off-site sources
including TSS, zinc and iron parameters. The on-site water quality data will be used to
estimate the influent and effluent stormwater parameters into the detention basin. The
influent and effluent data will be compared to determine the impact that the detention
basin has on the water quality entering and leaving the basin. The rainfall associated
with the sampling event, if available, will be used to estimate the flow volume into the
basin associated with a given influent sampling event.

» The detention time and settling capacity of the existing basin will be determined by
estimating flow velocities in the basin during the various storm events stated above.
Based on these flow velocities, the minimum particle size setiling in the basin during a
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particular storm event will be estimated.

% Historical water quality data from off-site sources will be used to estimate background
levels of total suspended solids, iron and zinc in the area of the site. This data will be
used to determine how the reported influent and effluent stormwater from the detention
basin compares to background levels.

& The evaluation for all the rainfall events noted in the Order and glescribed herein will be based
on a single scenario defined by the current conditions at the site.

GEI will prepare a report describing these investigations and the results of this study. The report will
specifically address the capacity of the detention basin to receive and discharge stormwater run-off for
each of the modeled storm events and whether the modeled stormwalter discharges from the detention
basin will meet applicable NPDES permit requirements.

The exient to which permitted stormwater discharge standards cammot be met, including NPDES
requirements, will be identified based on the study information.

Preiiminary Schedule

e (El anticipates that study will begin within two weeks of EPA approval of the POS. Field
work, documentation, and evaluation are estimated to require 45 calendar days.

o A draft report will be submitted to WMH and CCH for review within 30 days thereafter. After
WMH and CCH have completed their reviews (estimaied at 15 days), a final report will be
submitted to WMH and CCH within 30 days thereafter. The final report will be submitted by
WMH and CCH 1o USEPA.,

We appreciate the opportunity to provide our services for this important project. If you have any
questions, please do not hesitate to contact us.

Sincerely,
GEI CONSULTANTS, INC.
g

Obomene.

Leonard J. Sansone, P.E.
Project Engineer

e

William A. Rettberg, P.E.
Vice President

LS/WR/sgh



